
The CPS FLOOR-WALL DUAL 75 - 86“ is a stand sys-
tem for two screens with a screen diagonal between 75 
- 86“ | 191 - 218 cm, which can be placed side-by-side.
The VESA standard is used from min. 400 mm horizon-
tally up to max. 900 mm and vertically from min. 400 
mm up to max. 800 mm. The fixed VESA arms can be 
optionally secured with a padlock.
Due to the space-saving floor-wall mounting, the sys-
tem does not take up much space and can also be pla-
ced close to the wall.
The rails are height-adjustable along the aluminium pil-
lars and thus offer very flexible mounting options, adap-
ted to the respective situation in the room.
Cables are routed along the rear side of the rails and 

pillars by means of cable clips and thus remain out of 
sight.
The surfaces of the components are protected by an 
impact and scratch resistant powder coating in black.
The maximum load per screen is 70 kg.
The complete solutions can be combined and extended 
with the components of the comPROnents® series wit-
hout restriction and thus offer further application possi-
bilities.
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 for 2 screens „side-by-side“

 2x 75 - 86“ | 191 - 218 cm

 VESA horizontal min. 400 - max. 900 mm 
 VESA vertical min. 400 - max. 800 mm 

 Space-saving floor-wall mounting with adjustable depth

 Cable management along the column and rails

 Rails height adjustable along the Alu Pillars (Tool needed) 

 impact and scratch resistant powder coating

 Colour: black 

 70 kg max. load per screen

 combinable & expandable with comPROnents® series
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Space-saving floor-wall mountingfor two screens „side-by-side“Cable management along the rails and columns


